Unit Bearing Motors & Condenser Fan Motors

Unit Bearing Motors Condenser Fan Motors

JARD replacement condenser
fan motors are designed for
residential and light commercial
HVAC/R applications suitable for
either vertical shaft-up or shaft-
down mounting. Shell and end
shields are enclosed for weather

JARD Unit Bearing Cast Iron
Motors are used on
refrigerators, freezers, food &
beverage coolers, vending
machines, display cases, and
many other fan duty

applications. protection. A weep hole is
provided in each end shield to

Features: allow condensate to drain.

+ Castiron construction Features:

* Universal mount + Allangle, sleeve or

* Mounting screws included ball bearing

* Individually boxed * Rheem mounting holes

w/screws

Specifications: » Reversible rotation

« Class "A" insulation » Thru bolt or band mounting

+ UL Recognized » Capacitor requirement noted

on motor label
» Up/Down design

JARD LEAD
NO. WATTS VOLTAGE ROTATION AMPS LENGTH

Specifications:

» Class “B” insulation
15109 2 115 cw 0.28 24" » Single phase, 60 Hz B
» Thermal overload protected
» Fan duty, continuous air over S—
15212 4 115 CCcw 0.33 24" * 26 & 36 inch leads

* UL Recognized

15211 4 115 cw 0.33 24"

15221 4 230 cw 0.19 24"
Cross Reference:
15222 4 230 ccw 0.19 24"
JARD SMART WAGNER/ US MOTORS/
15311 6 15 ow 046 o No.  ECONOMASTER g pcrric  piversitecH  PACKARD  “Eyerson
22403 EM3403 - - 60825 1873
15312 6 15 ccw 0.46 24 22404 EM3404 SE3338 WG840204 40825 1874
N i 22405 EM3405 SE3339 WG840205 30825 1875
15119 9 115 cw 0.62 13 29746 ENGTeS ) ) ) w570
15411 9 15 ow 0,62 g 22727 EM3727 SE3727 WG840727 43727 1859
22728 EM3728 SE3728 WG840728 43728 1860
15412 9 15 ccw 0.62 24" 22729 EM3729 SE3729 WG840729 43729 1861
22730 EM3730 SE3730 WG840730 43730 1862
15421 9 230 cw 0.33 24" 22731 EM3731 SE3731 WG840731 43731 1868
15422 ° 230 cew 033 2 Reversible Rotation — Single Speed
15811 16 15 cw 0.95 24" MARS CAP DIMENSIONS LEAD
No. HP VOLTS AMPS oo ENCL. BRG. a . c LENGTHS
15812 16 115 ccw 095 24"
1075 RPM
15821 16 230 cw 048 24" 22727 1/6 208-230 090 5/370 TEAO Sleeve 650 423 12 26
15822 16 230 ccw 0.48 24" 22728 1/4 208-230 1.8 51370 TEAO Sleeve 6.50 423 12 26"

22729 1/3 208-230 24 7.5/370 TEAO Sleeve 650 523 112 26
22730 1/2 208-230 35 10/370 TEAO Sleeve 650 573 112 26"
22731 3/4 208230 52 101370 TEAO  Ball 650 623 12 305

*Note: 13" lead with lyall plug

DIMENSIONS

VOLTS

825 RPM
22403 1/6 208-230 1.0 5370 TEAO Sleeve 650 423 172 36"
22404 1/4 208-230 22 51370 TEAO Sleeve 650 448 112 36"
22405 1/3 208-230 19 75370 TEAO Sleeve 650 523 172 36"
22746 1/2 208-230 28 125370 TEAO Sleeve 650 570 172 36"
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